
Easy Installations:
The rugged, lightweight design of N–12  
and Sure–Lok makes them easier and  
more cost–effective to install. They require 
fewer people, less time and less heavy 
equipment to install compared to concrete 
pipe installations. All of these advantages  
add up to lower installation costs.

N–12 and Sure–Lok Corrugated High Density 
Polyethylene (HDPE) offer top-performance 
for storm drain applications. The City of 
Provo, currently abiding by the APWA 
2007 specifications and manufacturer’s 
recommendations, now approves the use of 
N–12 and Sure–Lok HDPE pipe for use in the 
storm drain applications. Provo will prepare 
the formal adoption of the 2008 specifications 
January or February of 2008. 

High Performance Joints:
ADS and Hancor remain committed to  
improving water quality by providing 
watertight joints that minimize environmental 
impact. The watertight joints on N–12 and 
Sure–Lok pipe do not require any extra 
couplers, grout or other sealants due to the 
patented, factory–installed gaskets. The 
integral bell and spigot joints on these pipes 
improve the tolerance control and integrity of 
the watertight seal. The uniform tolerances of 
these joints ensure the highest performance 
not found in the corrugated pipe industry.

Outstanding Value:
N–12 and Sure–Lok has many performance  
advantages over traditional pipe… 
at a fraction of the cost.

Superior Engineering:
Along with many other cutting–edge drainage 
products, ADS and Hancor produce N–12® and 
Sure–Lok® superior HDPE pipe that provides the 
strength needed for tough applications. Not only 
does it offer the best watertight joint in the industry, 
but it offers abrasion resistance and won’t rust or 
corrode like concrete or steel.

The long–term reliability of N–12 and Sure–Lok 
provides an environmentally friendly option 
that increases your project’s environmental 
sustainability.

Advanced Drainage Applications:
N–12 and Sure–Lok are used for cross drains, side 
drains, storm sewers, culverts, landfills and other 
installations across the country. They are available 
in a wide range of sizes from 4” to 60” diameters for 
flexibility in all your projects.
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Contact your local ADS  
or Hancor representative  
for more information:

Travis Hansen (ADS)
801-502-4566
South of SLC

Ryan Loader (ADS)
801-918-8905
North of Provo

Larry Listello (Hancor)
801-273-7739
Entire State

We would be more than  
happy to hold a training  
session for your staff.



ADS/Hancor, Inc. 
401 Olive Street 
Findlay, OH 45840
SPECIAL ANNOUNCEMENT: 
ADS AND HANCOR HDPE PIPE NOW  
APPROVED IN PROVO, UTAH

See details inside.


