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The Nyloplast Storm-PURE Catch Basin Insert

with MYCELX® PermaKleen® technology stands alone in its ability to remove
suspended solids, hydrocarbons and other pollutants from storm water runoff!

Nyloplast

Tomorrow’s
Storm Drainage
Structures
Today.




Treating Storm Water At The Source

Phase Il of EPA's National Pollution
Discharge Elimination system requires
all but the smallest municipal and in-
dustrial storm sewer systems to treat
storm water discharge to the “max-
imum extent practicable.” The regula-
tions are not clear on the allowable
concentration of specific pollutants,
but it is generally agreed that signifi-
cant removal of suspended solids,
hydrocarbons, sediment, metals and
nutrients is required.

The EPA lists a variety of best man-
agement practices (BMPs) for treating
storm water, and local jurisdictions are
free to choose the ones they believe
will provide the most effective and
economical compliance. One impor-
tant factor is the ease with which the
BMP can be adapted to the existing
storm sewer system.

CatchBasinInserts

Storm water treatment is especially
important in locations with higher pollu-
tant concentrations, such as roadways,
parking lots, and maintenance and
loading areas. Catch basin inserts are
increasingly being selected for these
applications because of their adapt-
ability to existing drainage systems,
fast installation, high flow volume,
relatively low cost, and pollutant re-
moval performance.

Storm-PURE"

Nyloplast has developed a catch basin
insert that provides all of the above
benefits, and is particularly efficient at
removing pollutants. The Storm-PURE
catch basin insert is a two-stage unit
that will fit into 24” nominal diameter
catch basins (additional sizes to be
developed as demand dictates).

The upper section consists of a per-
forated metal catch basket covered by
a geotextile filter bag. This assembly
captures sediment and debris while
allowing filtered water to pass freely
through the center cone.
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The lower stage contains a patented
Mycelx® PermaKleen® filter insert that
attracts and holds tiny particles of
hydrocarbons and oil-bound pollutants.
The specially treated absorbent
material instantly bonds contaminant
particles, resulting in a 99.0% removal
rate of total petroleum hydrocarbons.

Both stages are housed in a corrosion-
resistant high density polyethylene
body with overflow slots at the top to
act as a bypass in unusually high flow
conditions.

The complete assembly will pass
230 gpm without bypassing the flow.

The Storm-PURE™ catch basin insert
fits readily into standard 24” Nyloplast
catch basins (including curb inlets and
road and highway basins), providing a
highly engineered solution for treating

storm water. A kit is available for retro-
fitting standard concrete basins.







